PAGE: 1 FRINT DATE: 11.02.87

FAILURE MODES EFFECTS ANALYSIS (FMEA) = CIL HAROWARE
KUMBER: ME-555-BO2B-X

SUBSYSTEM NAME: E - DOCKING SYSTEM
: REVISION: 0 FEBURG. 19976

PART NAME FART NUMBER
VENDOR HAME VENDOH NUMBER
LRU : D8CU MOE21-0087-1002
RSC~E AV SSTZ005
PART DATA

EXTENDED DESCRIPTION OF PART UNDER ANALYSIS:
LINE AEPLACEABLE UNIT {LRU} NISCU - DOCKING SYSTEM mhrmm. UNIT.

REFERENCE DESIGNATORS: A5VEIAZAD

QUANTITY OF LIKE [TEMS: 1
{ONE)

FUHCTION:

THE DSCU IS USED TO IMPLEHEHT THE ALITOMATED DOCKING SEQUENCE AND TO
RECEIVE AND PROCESS THE COMMANDS FROM THE APDS CONTROL PANEL. THE UNIT
;HCMDES TELEMETRY TD THE DCUs AND STATUS INDICATION TO THE APDS CONTROL

OUTPUT FUNCTIONS:

1 PROVIDES HLENERGY DAMPERS POWER AND CONTROL_FQR THE -WARD-
DOCKING MECHANIGM.

PROVIDES HLENERGY AND LOW LENERGY DAMPERS POWER AND CONTROL
FOR THE "SOFT" DRCKING MECHANISM.

PROVIDES CONTROL FOR DOGKING RING EXTENSION AND RETRACTION.
PFROVIDES FIXERS POWER AND CONTROL

PROVIDES HOOKS OPENING AND CLOSING CONTROL.

PROVIDES GAPTURE LATCHES DPENING AND CLOSING CONTROL.

PROVIDES TELEMETAY TO THE DCUs AND STATUS INDICATION TO THE APDS
PANEL

PFROVIDES LOW LEVEL AXIAL SUP CLUTCH.LOCKING DEVICE POWER AND
CONTROL (FOR THE “SOFT™ DOCKING MECHANISM).
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FAILURE MODES ENFECTS ANALYSIS (FMEA) — NON-CIL PAILURE MODE
' NUMBER; M5-655-B028- 14

- REVISICN# 0  FEBD&GC, 19576
SURSYSTEM NAME: E - DOCKING SYSTEM

LRAY: MCE21-0087-1002 - ERMCALITY OF THIS
TEM NAME: DSCLU FAILURE MODE: 1R3
FAILURE MODE: :
INADVERTENT ACTIVATION OF ONE OF THREE CAPTURE LATCHES CLOSE SIGMAL.
MISSION PHASE:
oo ON-DRBIT
VEHICLE/PAYLOAD/XIT EFFECTIVITY: 1% DISCOVERY

104 ATLANTIS

105 ENDEAVOUR
CAUSE:

MULTIPLE INTERANAL COMPONENT FAILURES
CRTICALITY 111 DURING INTACT ABORT QNLY? NO
CRIMICALITY TR2 DURING INTAST ABORT ONLY {AVIONICS ONLY)? NO

REDUNDANCY SCREEN  A)PASS

B) NA
C) PASS

PASSFAIL RATIONALE: '

A) -

B)

N/A - AT LEAST TWO REMAINING PATHS ARE DETECTABLE IN FLIGHT.

C}

METHOD DF FAULT DETECTION:

NONE.

BASTER MEAS LTST NUMBERS: NONE

CORAECTING ACTION:

WORKARDUNDS ARE AVAILABLE TO SEPARATE THE OABITER FROM ISS:
V) DISABLE DNE OF THE APDS LOGIC BUSES TO RECOVER FUNCTION:
] L ad | THE MAMN A
TCHE
S PEAFORAM IFA TO DRIVE CAPTURE LATCHES WOQKS CPEN: .
43) PERFORM EVA TO REMOVE 96 BOLTE FROM THE DOCKING BASE.

M3-655 - 663
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FARLURE MODES EFFECTS ANALYSIS (PMEA) ~ NON-CIL FAILURE MOLE
NHUMBER: M5-655-B028-

- FAILURE EFFECTS -

‘A) SUBSYSTEM:
JEGRADATION OF REDUNDANCY AGAINST INADVERTENT LATCH CLOSE COMMANDS,

B} INTERFACING SUBSYSTEM(S):

NADVERTENT ACTIVATION OF ONE OF THREE LATCHES CLOSE COMMANDS TO THE

2) MISEION:
I EFFECT.

0) GAEW, VEHICLE, AND ELEMENT(S):
ST FAILURE - NO EFFECT.

=) FUNCTIONAL CRITICALITY EFFECTS:

7ORST CASE, SHUTTLE MECHANIEM CONTROL POSSIBLE LOSS OF CREW OF VEHICLE
FTEA FOUR FAILURES.

) ONE WADVEHRTENT LATCH CLOSE COMMAND. 2) SECOND INADVERTENT CLOSE
ATCHES COMMAND. ALL THREE CAPTURE LATCHES ARE TEMPORARLILY CLOSED
IMULTANEOUSLY.. . THE CREW WOULD PERFORM AN APDS LOGIC BUS DADP TO
ECOVER DOCKING FUNCTIONS. 3) INABILITY TO DISABLE THE AFFECTED APDS LOGIC
US. 4) LDSS OF MANUAL UNBLOCKING DEVICE (1 OF 3) CAPABILITY RESULTING IN LOSS
APABILITY TO RELEASE THE CAPTURE LATCHES FOR VERICLE SEPARATION. B

ESIGN CRITIEAUTY (PRIOR TO GFERATIONAL DOWNGRADE, DESCRIBED IN F):

1 RATIONALE FOR CRITICALITY CATEGORY DOWNGRADE:
-THOUGH THE CAMGALITY AEMAINS UNCHANGED AFTER WORKAROUNDS

NSIDERATION (ALLOWED PER CR S050107W), THEY ARE PROVIDING ADDITIONAL
\ULT TOLERANCE TO THE SYSTEM.

=TER THE FQUATH JHRD FANURE, THE CAEW WOULD PERFORM IFM TO DHNETHE
APTURE LATOH OPEN. IF UNABLE TO PERFCRAM THE IFM REeuRTH FAILURE)
1EN CHEW WILL :

: \-PERFORM  EVA TO

IMOVE 96 BOLTS TO CIRCUMVENT THE WORST CASE "DESIGN CRTICALITY® EFFECT.

UNABLE TC PERFORM EVA {SIXTH FAILURE), PASSIBLE LOSS OF CAEW/VEHICLE DUE
) LOSS OF ALL UNDOCKING CAPABILITY.

- TIME FRAME - -

VE FROM FAILURE TO CRITICAL EFFECT: DAYS

AE FROM FAILURE OCCURAENCE TO DETECTION: MINUTES

\E FROM DETECTION TO COMPLETED CORRECTIVE ACTIGN: HOURS

'E REQUIRED TO IMPLEMENT CORRECTIVE ACTION LESS THAN TIME TO EFFECT?
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FAILURE MODES EFFECTS ANALYSIS (FMEA} — NON-CIL FAILURE MODE
NUMBER: M5.£55-B028- 14

RATIONALE FOA TIME TO CORRECTING ACTION VS TIME TO EFFECT:

CREW WOULD HAVE SUFFICIENT TIME TO PERFOAM IFM OR BVA.

MAZARDS REPORT NUMBER(S) : ORBI 4034

HAZARD DESCAIPTION:
INABILITY TQ SEPARATE ORBITER AND IS5,

= APPROVALS -

PRODUCT ASSURANCE ENGA ;M. NIKOLAYEVA H
DESIGN ENGINEER .1 B VAKULIN H

ME5BSS - 665



